




Rustic �� � ��
Red 78

Rich � ��
Terracotta 42

Terracotta � ��
Brindle 43

Brown  � ��
Brindle 44

Black � ��
63

Breckland � ��
Black 53

Welsh Blue � ��
64

Highland � ��
Black 63

ROSEMARY CLAY PLAIN TILES

Brecon � ��
Grey 47

Slate Blue �
57

Snowdon � ��
Grey 49

Brown � ��
02

Cotswold � ��
12

Anthracite �
13

Antique Red ���
03

Vintage Red *�
80

Vintage Blue*�
60

� Granular
� Through coloured
�� Cross camber (plain tiles only)
� Single camber (plain tiles only)
� Smooth finish
� Sanded finish

* Clay only
�� ColourFusionTM

�� Painted
�� Acrylic coated
�� Engobe finish
� Weathered Finish

Charcoal ���
Grey 77

Tuscan Red ���
11

Rustic Brown���
40

Flame Red ���
38

The reproduction of colours is subject to the limitations of the 
printing process. Please see a tile sample for colour reference.

Russet  �� �*Mix 94
Copper  � �*Brindle 93

Burnt � �*Blend 91
Light � � *Mixed Brindle 81

Medium � � *Mixed Brindle 82
Red � � *80

CONCRETE TILES

CONCRETE TILES (CONT.)

Heather �
28

Langdale �
Green 29

RiverstoneDel Carmen

DOWNLAND 
CONCRETE PLAIN TILES

Terracotta � ��
34

Farmhouse � ��
Red 39

Breckland � ��
Brown 52

Slate Grey �
30

Tudor � ��
Brown 36

Slate Grey � ��
30

Natural � �
Red 27

Black �� �*79
Terracotta �*80

Autumn ��
23

Ember ��
25

Sunset ��
24

Woodland ����
Brown 21

Manor � � ��
House Mix 20

Penhurst ��*88
Ashcombe��*89

Hedgerow ����
Brown 18

Dark ��*Antique 95

HEATHLAND 
CONCRETE PLAIN TILESCATHEDRAL CLAY PANTILES

OLD HOLLOW
CLAY PANTILES

CAMBRIAN SLATES

COLOUR SELECTION

LANDMARK CONCRETE TILES

NEW NEW

Brindle �*82

Blue � � *Brindle 87

NEW

SAXON CONCRETE SLATES

NATURAL SLATES

CONCRETE TILES (CONT.)
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SLATE RANGE
CAMBRIAN SLATE NATURAL SLATE

LANDMARK SLATE

Size (overall) 300 x 336mm

Minimum Pitch and Headlap
15° at 75mm headlap
25° at 50mm headlap

(The minimum pitch is based on a maximum rafter length of 
10 metres. For rafter lengths greater than this, please contact
the Technical Solutions Hotline on 08708 702595)

Maximum Pitch 
(subject to fire resistance requirements above 69º) 90°

Maximum Headlap 90mm

Minimum Gauge/Batten Spacing 210mm

Maximum Gauge/Batten Spacing
below 25° 225mm
25° and over 250mm

Hanging Length (approx.) 294mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 slate 300mm
Covering capacity at max gauge 13.3 slates/m2

Weight (at max. gauge approx.) 17kg/m2

per pallet, including pallet (approx.) 0.76 tonnes

Battens Required (at max. gauge) 4.0m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge,Valley & Slate Clips

Nail Size for Slates 30 x 2.65mm#

Number of Slates/Pallet 600

Colour 302928

4701 Cambrian Slate
4702 Slate-and-a-half
4703 Left-hand Verge Slate
4704 Left-hand Verge Slate-and-a-half
4705 Double Slates
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9570 Ambi-Dry Verge System
9491 Ambi-Dry Eaves/Ridge Pack
7778/7777 Universal Angle Hip with/without Nail Holes
7779 Universal Angle Block-end Hip
9048 Dry Hip System
9503 Rapid Hip
9520 Universal Angle Ridge/Hip Junction
9504 Mitred Hip System
7211 Mitred Hip Block-end Ridge
9553 Cambrian GRP Valley
9548 Top Edge Abutment Ventilation System
9596 Abutment GRP Secret Gutter
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
7146 Universal Angle Ridge
7518 Universal Angle Block-end Ridge
9059/58 Dry & DryVent Ridge Pack  

(Uni Angle/Half Round)
9306/9308/02 Rapid Ridge/Rapid Vented Ridge  

(Uni Angle/Half Round)
9311 Rapid Vented Ridge Universal System
7148 Universal Angle Monoridge
9084 DryVent Monoridge System
7254 Universal Angle Ridge Vent Terminal
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7242 Universal Angle Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
7705/7349 4.5k ThruVent/Hi-Flow ThruVent Tile
9188 Flexible Pipe (75/100)
9196 Slate Clip - inc. nails
9193 Verge/Valley Clip - inc. nails
9192 Eave Clip - inc. nails

Size (overall) 412 x 334mm

Minimum Pitch 22.5°
(The minimum pitch is based on a maximum rafter length of 
10 metres. For rafter lengths greater than this, please contact
the Technical Solutions Hotline on 08708 702595)

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap 112mm

Maximum Headlap 159mm

Minimum Gauge/Batten Spacing 253mm

Maximum Gauge/Batten Spacing 300mm

Hanging Length (approx.) 392mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 slate 301mm
Covering capacity at max gauge 11.1 slates/m2

Weight (at max. gauge approx.)* 52kg/m2

per pallet, including pallet (approx.) 1.00 tonnes

Battens Required (at max. gauge) 3.33m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm

Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Slate Clips

Nail Size for Slates 50 x 3mm

Number of Slates/Pallet 210

Colour 494743

4601 Landmark Slate
4604 Half Slate Pair
4605 Top Slate
4614 Eaves Slate
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9573 Ambi-Dry Verge System
9487 Ambi-Dry Eaves/Ridge Pack
8321/8322 Universal Angle Hip with/without Nail Holes
8327 Universal Angle Block-end Hip
9047 Dry Hip System
9524 Rapid Hip
9520 Universal Angle Ridge/Hip Junction
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9596 Abutment GRP Secret Gutter
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8319 Universal Angle Ridge
8320 Universal Angle Block-end Ridge
9059/58 Dry & DryVent Ridge Pack 

(Uni Angle/Half Round)
9306/9308/02 Rapid Ridge/Rapid Vented Ridge 

(Uni Angle/Half Round)
9311 Rapid Vented Ridge Universal System
8324 Universal Angle Monoridge
9084 DryVent Monoridge System
8330 Universal Angle Ridge Vent Terminal
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
8329 Universal Angle Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9120 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7940/8336 8.8k ThruVent/Hi-Flow ThruVent Tile
9172 Flexible Pipe (100/100)
9299 Slate Clip - inc. nails
9481 Verge Clip
9296 Eave Clip
9332 Nails for Eaves Clips & Slates

Redland has enhanced its slate 
range by adding two high quality, single source natural 

slates in two popular colours, available in a variety of sizes.

The premium quality Redland Del Carmen and Redland Riverstone slates are
sourced exclusively from select quarries in Spain and Argentina. Both are

characterised by high performance properties and appealing aesthetic qualities,
with the added benefit of the Redland 15 Year Roof System Guarantee.

For more information please contact the 
Customer Service Hotline on 08705 601000

* All weights nominal

* All weights nominal # Annular ring-shanked nail
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SLATE RANGE

Size (overall) 412 x 334mm

Minimum Pitch 25°
(The minimum pitch is based on a maximum rafter length of 
10 metres. For rafter lengths greater than this, please contact
the Technical Solutions Hotline on 08708 702595)

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap 112mm

Maximum Headlap 159mm

Minimum Gauge/Batten Spacing 253mm

Maximum Gauge/Batten Spacing 300mm

Hanging Length (approx.) 386mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 slate 300mm
Covering capacity at max gauge 11.1 slates/m2

Weight (at max. gauge approx.)* 50kg/m2

per pallet, including pallet (approx.) 1.14 tonnes

Battens Required (at max. gauge) 3.33m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Slate Clips

Nail Size for Slates 50 x 3mm

Number of Slates/Pallet 240

Colour

4951 Saxon Slate
4954 Half Slate Pair
4955 Top Slate
4964 Eave Slate
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9573 Ambi-Dry Verge System
9487 Ambi-Dry Eaves/Ridge Pack
7778/7777 Universal Angle Hip with/without Nail Holes
7779 Universal Angle Block-end Hip
9047 Dry Hip System
9524 Rapid Hip
9520 Universal Angle Ridge/Hip Junction
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9596 Abutment GRP Secret Gutter
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
7146 Universal Angle Ridge
7518 Universal Angle Block-end Ridge
9059/58 Dry & DryVent Ridge Pack 

(Uni Angle/Half Round)
9306/9308/02 Rapid Ridge/Rapid Vented Ridge

(Uni Angle/Half Round)
9311 Rapid Vented Ridge Universal System
7148 Universal Angle Monoridge
9084 DryVent Monoridge System
7254 Universal Angle Ridge Vent Terminal
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7242 Universal Angle Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9120 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7937/7361 8.8k ThruVent/Hi-Flow ThruVent Tile
9172 Flexible Pipe (100/100)
9299 Slate Clip – inc. nails
9481 Verge Clip
9296 Eave Clip
9332 Nails for Eaves Clips & Slates

57 63 64

4161 Stonewold II Slate
4164 Half Slate Pair
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System 
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9576 Ambi-Dry Verge System
9495 Ambi-Dry Eaves/Ridge Pack
7778/7777 Universal Angle Hip with/without Nail Holes
7779 Universal Angle Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9520 Universal Angle Ridge/Hip Junction
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9596 Abutment GRP Secret Gutter
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
7146 Universal Angle Ridge
7518 Universal Angle Block-end Ridge
9059/58 Dry & DryVent Ridge Pack  

(Uni Angle/Half Round)
9306/9308/02 Rapid Ridge/Rapid Vented Ridge  

(Uni Angle/Half Round)
9311 Rapid Vented Ridge Universal System
7148 Universal Angle Monoridge
9084 DryVent Monoridge System
7254 Universal Angle Ridge Vent Terminal
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7242 Universal Angle Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
7934 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9240 Slate Clip
9297 Verge Clip
9296 Eave Clip
9332 Nails for Eaves Clips 
9204 Double Battening Clip 

Size (overall) 430 x 380mm

Minimum Pitch 17.5º
(The minimum pitch is based on a maximum rafter length of 
10 metres. For rafter lengths greater than this, please contact
the Technical Solutions Hotline on 08708 702595)

Maximum Pitch  44°

Minimum Headlap 75mm

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 305mm

Maximum Gauge/Batten Spacing 355mm

Hanging Length (approx.) 379mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 slate 343mm
Covering capacity at max gauge 8.2 slates/m2

Weight (at max. gauge approx.)* 50kg/m2

per pallet, including pallet (approx.) 1.23 tonnes

Battens Required (at max. gauge) 2.82m/m2

Batten Size 
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge, Slate & 
Double Battening Clips

Number of Slates/Pallet 192

Colour 34 3630

Size (overall) 418 x 334mm

Minimum Pitch and Headlap
17.5° at 100mm headlap
22.5° at 75mm headlap

(The minimum pitch is based on a maximum rafter length of 
10 metres. For rafter lengths greater than this, please contact
the Technical Solutions Hotline on 08708 702595)

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 293mm

Maximum Gauge/Batten Spacing
below 22.5° 318mm
22.5° and over 343mm

Hanging Length (approx.) 397mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 slate 294mm
Covering capacity at max gauge 9.9 slates/m2

Weight (at max. gauge approx.)* 49kg/m2

per pallet, including pallet (approx.) 1.12 tonnes

Battens Required (at max. gauge) 2.92m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Slate Clips

Nail Size for Slates 50 x 3.35mm

Number of Slates/Pallet 216

Colour 

Size (overall) 412 x 334mm

Minimum Pitch 22.5°
(The minimum pitch is based on a maximum rafter length of 
10 metres. For rafter lengths greater than this, please contact
the Technical Solutions Hotline on 08708 702595)

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap 112mm

Maximum Headlap 159mm

Minimum Gauge/Batten Spacing 253mm

Maximum Gauge/Batten Spacing 300mm

Hanging Length (approx.) 390mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 slate 300mm
Covering capacity at max gauge 11.1 slates/m2

Weight (at max. gauge approx.)* 49kg/m2

per pallet, including pallet (approx.) 1.11 tonnes

Battens Required (at max. gauge) 3.33m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Slate Clips

Nail Size for Slates 50 x 3mm

Number of Slates/Pallet 240

Colour 39 5230

34 36 39 52 53 633013

4261 Mini Stonewold Slate
4271 MockBond Mini 

Stonewold Slate
4263 Half Slate Pair
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9550 Ambi-Dry Verge System
9552 Ambi-Dry Verge Eaves/Ridge Pack
7778/7777 Universal Angle Hip with/without Nail Holes
7779 Universal Angle Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9520 Universal Angle Ridge/Hip Junction
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9596 Abutment GRP Secret Gutter
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
7146 Universal Angle Ridge
7518 Universal Angle Block-end Ridge
9059/58 Dry & DryVent Ridge Pack (Uni Angle/Half Round)
9306/9308/02 Rapid Ridge/Rapid Vented Ridge 

(Uni Angle/Half Round)
9311 Rapid Vented Ridge Universal System
7148 Universal Angle Monoridge
9084 DryVent Monoridge System
7254 Universal Angle Ridge Vent Terminal
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7242 Universal Angle Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9118 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7935 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9338 Nails for Slates
9530 Slate Clip - inc. nails
9529 Verge Clip 
9527 Eave Clip
9332 Nails for Eaves Clips

4851 Richmond Slate
4854 Half Slate Pair
4855 Top Slate
4864 Eave Slate
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9573 Ambi-Dry Verge System
9487 Ambi-Dry Eaves/Ridge Pack
7778/7777 Universal Angle Hip with/without Nail Holes
7779 Universal Angle Block-end Hip
9047 Dry Hip System
9524 Rapid Hip
9520 Universal Angle Ridge/Hip Junction
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9596 Abutment GRP Secret Gutter
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
7146 Universal Angle Ridge 
7518 Universal Angle Block-end Ridge
9059/58 Dry & DryVent Ridge Pack 

(Uni Angle/Half Round)
9306/9308/02 Rapid Ridge/Rapid Vented Ridge 

(Uni Angle/Half Round)
9311 Rapid Vented Ridge Universal System
9311 Rapid Vented Ridge Universal System
7148 Universal Angle Monoridge
9084 DryVent Monoridge System
7254 Universal Angle Ridge Vent Terminal
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7242 Universal Angle Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9120 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7936/7360 8.8k ThruVent/Hi-Flow ThruVent Tile
9172 Flexible Pipe (100/100)
9299 Slate Clip - inc. nails
9481 Verge Clip
9296 Eave Clip
9332 Nails for Eaves Clips & Slates

SAXON

RICHMOND

STONEWOLD II

MINI STONEWOLD (INC MOCKBOND)

†

† Not available for MockBond

* All weights nominal

* All weights nominal

* All weights nominal

* All weights nominal
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HEATHLAND

PLAIN TILE RANGE
ROSEMARY CLAY CRAFTSMAN ROSEMARY CLAY CLASSIC

Rosemary Clay 
Classic Plain Tile
Top/Eave Tile
Tile-and-a-half
9077/9072 Spirtech 250/Veltitech
9076 Underlay Support Tray
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
8428/8429 Bonnet Hips (35°- 42.5° / 43°- 60°)
8411/12/13/14 Arris Hips (35°/40°/45°/50°)
8454 Third Round Hip (300mm)
8482 Baby Ridge
9258 Hip Irons
8431/8437 Angular Valley Tile (35°/40°- 50°)
8432 Curved Valley Tile (40°- 50°)
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8450 Half Round Ridge (300mm)
9056 Dry & DryVent Ridge System
8480 Hogsback Ridge
8486 Half Round Ridge Vent Terminal (450mm)
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
9119 Redline Ventilation Tile (Includes underlay seal)
9175 RedLine Vent Adaptor
9331 Nails for Tiles
8441/8440 90° External Angle (LH/RH)
8443/8442 90° Internal Angle (LH/RH)
6521 Club Tiles*
6581 Arrowhead Tiles*
6541 Bullnose Tiles*
6561 Fishtail Tiles*

* Tile-and-a-halves are available

Size (overall) 265 x 165mm

Minimum Pitch 35°

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap below 90° 65mm
at 90° 35mm

Maximum Headlap 88mm

Minimum Gauge/Batten Spacing 88mm

Maximum Gauge/Batten Spacing
below 90° 100mm
at 90° 115mm

Hanging Length (approx.) 255mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 165mm
Covering capacity below 90° 60 tiles/m2

at 90° 52 tiles/m2

Weight (approx.)* below 90° 78kg/m2

at 90° 68kg/m2

per pallet, including pallet (approx.) 1.12 tonnes

Weight (Colours 93, 95)* below 90° 66kg/m2

(approx.) at 90° 57kg/m2

per pallet, including pallet (approx.) 1.00 tonnes

Battens Required (at max. gauge)
below 90° 10.0m/m2

Batten Size
Rafter centres up to 600mm 38 x 25mm

Nail Size for Tiles 40 x 2.65mm

Number of Tiles/Pallet (Colours 93, 95) 840 (880)

Colour 81 82 87 91 93 94 9580

Size (overall) 265 x 165mm

Minimum Pitch 35°

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap below 90° 65mm
at 90° 35mm

Maximum Headlap 88mm

Minimum Gauge/Batten Spacing 88mm

Maximum Gauge/Batten Spacing
below 90° 100mm
at 90° 115mm

Hanging Length (approx.) 255mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 165mm
Covering capacity below 90° 60 tiles/m2

at 90° 52 tiles/m2

Weight (approx.)* below 90° 66kg/m2

at 90° 57kg/m2

per pallet, including pallet (approx.) 0.98 tonnes

Battens Required (at max. gauge)
below 90° 10.0m/m2

Batten Size
Rafter centres up to 600mm 38 x 25mm

Nail Size for Tiles 40 x 2.65mm

Number of Tiles/Pallet 864

Colour 8988

6921 Rosemary Clay
Craftsman Plain Tile

6924 Top/Eave Tile
6929 Tile-and-a-half
9077/9072 Spirtech 250/Veltitech
9076 Underlay Support Tray
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
8428/8429 Bonnet Hips (35°- 42.5° / 43°- 60°)
8482 Baby Ridge
8432 Curved Valley Tile (40°- 50°)
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8450 Half Round Ridge (300mm)
9056 Dry & DryVent Ridge System
8480 Hogsback Ridge
8486 Half Round Ridge Vent Terminal (450mm)
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
9119 Redline Ventilation Tile (Includes underlay seal )
9175 RedLine Vent Adaptor
9331 Nails for Tiles
8441/8440 90° External Angle (LH/RH)
8443/8442 90° Internal Angle (LH/RH)
6521 Club Tiles*
6561 Fishtail Tiles*

* Tile-and-a-halves are available

6661 Heathland Tile
6664 Top/Eave Tile
6669 Tile-and-a-half
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 Redvent 25 Over-Fascia Vent
9076 Underlay Support Tray
7671 Bonnet Hips (35°-50°)
7675 Baby Ridge
7672 Valley Tiles
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
7670 Half Round Ridge (300mm)
7691 Half Round Block-end Ridge (300mm)
9057 Dry & DryVent Ridge System
7683 Half Round Monoridge (450mm)
9084 DryVent Monoridge System
7678 Half Round Ridge Vent Terminal (450mm)
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7679 Half Round Gas Flue Ridge (450mm)
9119 RedLine Ventilation Tile (includes underlay seal)
9175 RedLine Vent Adaptor
9172 Flexible Pipe (100/100)
7677 4.5k ThruVent Tile
9188 Flexible Pipe (75/100)
9282 Top Tile Clip
9331 Nails for Tiles
7673/7674 90° External Angle (LH/RH)
7680/7681 90° Internal Angle (LH/RH)
7684/7685 135° External Angle (LH/RH)
6671 Club Tiles*
6681 Arrowhead Tiles*

* Tile-and-a-halves are available

Size (overall) 265 x 165mm

Minimum Pitch 35°

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap below 90° 65mm
at 90° 35mm

Maximum Headlap 88mm

Minimum Gauge/Batten Spacing 88mm

Maximum Gauge/Batten Spacing
below 90° 100mm
at 90° 115mm

Hanging Length (approx.) 248mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 165mm
Covering capacity below 90° 60 tiles/m2

at 90° 52 tiles/m2

Weight (approx.)* below 90° 77kg/m2

at 90° 67kg/m2

per pallet, including pallet (approx.) 1.01 tonnes

Battens Required (at max.gauge)
below 90° 10.0m/m2

Batten Size
Rafter centres up to 600mm 38 x 25mm

Fixing Clips Top Tile Clips

Nail Size for Tiles 40 x 2.65mm

Number of Tiles/Pallet 768

Colour 23 24 25

BS EN 1304BS EN 1024 BS EN 539-2BS EN 539-1 BS EN 538

BS EN 1304BS EN 1024 BS EN 539-2BS EN 539-1 BS EN 538

†

NEW

* All weights nominal

* All weights nominal

* All weights nominal
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DUOPLAIN
PLAIN TILE RANGE
DOWNLAND

PLAIN TILE

Size (overall) 265 x 165mm

Minimum Pitch 35°

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap below 90° 65mm
at 90° 35mm

Maximum Headlap 88mm

Minimum Gauge/Batten Spacing 88mm

Maximum Gauge/Batten Spacing
below 90° 100mm
at 90° 115mm

Hanging Length (approx.) 248mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 165mm
Covering capacity below 90° 60 tiles/m2

at 90° 52 tiles/m2

Weight (approx.)* below 90° 77kg/m2

at 90° 67kg/m2

per pallet, including pallet (approx.) 1.01 tonnes

Battens Required (at max.gauge)
below 90° 10.0m/m2

Batten Size
Rafter centres up to 600mm 38 x 25mm

Fixing Clips Top Tile Clips

Nail Size for Tiles 40 x 2.65mm

Number of Tiles/Pallet 768

Colour

Size (overall) 268 x 165mm

Minimum Pitch 35°

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap below 90° 65mm
at 90° 35mm

Maximum Headlap 88mm

Minimum Gauge/Batten Spacing 88mm

Maximum Gauge/Batten Spacing
below 90° 100mm
at 90° 115mm

Hanging Length (approx.) 248mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 165mm
Covering capacity below 90° 60 tiles/m2

at 90° 52 tiles/m2

Weight (approx.)* below 90° 77kg/m2

at 90° 67kg/m2

per pallet, including pallet (approx.) 1.1 tonnes

Battens required (at max.gauge)
below 90° 10.0m/m2

Batten Size
Rafter centres up to 600mm 38 x 25mm

Fixing Clips Top Tile Clips

Nail Size for Tiles 40 x 2.65mm

Number of Tiles/Pallet 768

Colour

6151 Plain Tile
6154 Top/Eave Tile
6159 Tile-and-a-half
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System 
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
8125 Bonnet Hips (35° - 50°)
7128/7127 Arris Hips (35° - 42° / 42.5° - 50°)
8122 Third Round Hip
7107/7126 Baby Ridge/Pascal Roll
9258 Hip Irons
8133 Valley Tiles
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8101 Half Round Ridge (450mm)
7519 Half Round Block-end Ridge (450mm)
9058 Dry & DryVent Ridge System
9303/9308 Rapid Ridge/Rapid Vented Ridge
7203 Half Round Monoridge (450mm)
9084 DryVent Monoridge System
7253 Half Round Ridge Vent Terminal (450mm)
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7241 Half Round Gas Flue Ridge (450mm)
9119 RedLine Ventilation Tile (includes underlay seal)
9175/9172 RedLine Vent Adaptor/Flexible Pipe (100/100)
7347 4.5k ThruVent Tile
9188 Flexible Pipe (75/100)
9282 Top Tile Clip
9331 Nails for Tiles
8134/8135 90° External Angle (LH/RH)
7136/7137 90° Internal Angle (LH/RH)
7142/7143 135° External Angle (LH/RH)
6251 Club Tiles*
6451 Arrowhead Tiles*

* Tile-and-a-halves are available

02 03 2712 30 34 36 39 52 53 78

Size (overall) 268 x 330mm

Minimum Pitch 25°
(The minimum pitch is based on a maximum rafter length of 
10 metres. For rafter lengths greater than this, please contact
the Technical Solutions Hotline on 08708 702595)

Maximum Pitch (subject to fixing specification) 90°

Minimum Headlap 80mm

Maximum Headlap 95mm

Minimum Gauge/Batten Spacing 173mm

Maximum Gauge/Batten Spacing 188mm

Hanging Length (approx.) 243mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 300mm
Covering capacity at max gauge 17.7 tiles/m2

Weight (at max. gauge approx.)* 55kg/m2

per pallet, including pallet (approx.) 0.91 tonnes

Battens Required (at max. gauge) 5.26m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Nail Size for Tiles 45 x 3mm

Number of Tiles/Pallet 288

Colour

6101 DuoPlain Tile
6102 Tile-and-a-half
6103/04 Three-quarter 

Verge Tile (LH/RH)
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System 
9593 RedVent 25 Over-Fascia Vent 
9076 Underlay Support Tray
8211/8212 Third Round Hip with/without Nail Hole
7404 Third Round Block-end Hip
7408 Baby Ridge
9534 Dry Hip System
9562 Rapid Hip
9258 Hip Irons
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9596 Abutment GRP Secret Gutter
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8201 Half Round Ridge (450mm)
7409 Half Round Block-end Ridge (450mm)
9058 Dry & DryVent Ridge System
9303/9302 Rapid Ridge/Rapid Vented Ridge
7403 Half Round Monoridge (450mm)
9084 DryVent Monoridge System
7402 Half Round Ridge Vent Terminal (450mm)
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7410 Half Round Gas Flue Ridge (450mm)
9113 RedLine Ventilation Tile Pack (includes underlay 

seal, adaptor, nail & tile clip)
9172 Flexible Pipe (100/100)
9197 Tile Clip
9198 Verge Clip
9334 Nails for Tiles
9104 Eaves Screw

3811 40 77 78

BS EN 490

DuoPlain's distinctive double camber 

gives the appearance of traditional plain tiles.

Shown here with the specially designed

RedLine DuoPlain Ventilation Tile for

unobtrusive roofspace ventilation.

18 20 21

6651 Downland Tile
6654 Top/Eave Tile
6659 Tile-and-a-half
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
7602 Bonnet Hips (35° - 50°)
7606 Baby Ridge
7603 Valley Tiles
9595 125 GRP Valley
9548 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
7601 Half Round Ridge (300mm)
7663 Half Round Block-end Ridge (300mm)
9057 Dry & DryVent Ridge System
7625 Half Round Monoridge (450mm)
9084 DryVent Monoridge System
7621 Half Round Ridge Vent Terminal (450mm)
9175/9172 Ridge Vent Adaptor/Flexible Pipe (100/100)
7622 Half Round Gas Flue Ridge (450mm)
9119 RedLine Ventilation Tile (includes underlay seal)
9175 RedLine Vent Adaptor
9172 Flexible Pipe (100/100)
7620 4.5k ThruVent Tile
9188 Flexible Pipe (75/100)
9282 Top Tile Clip
9331 Nails for Tiles
7604/7605 90° External Angle (LH/RH)
7623/7624 90° Internal Angle (LH/RH)
7627/7628 135° External Angle (LH/RH)
6251 Club Tiles*
6451 Arrowhead Tiles*

* Tile-and-a-halves are available

* All weights nominal

* All weights nominal

* All weights nominal
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PROFILE RANGE
OLD HOLLOW CLAY PANTILE

LANDMARK DOUBLE ROMAN

LANDMARK DOUBLE PANTILE
Size (overall) 343 x 242mm

Minimum Pitch and Headlap
30° at 48mm headlap
35° at 38mm headlap

Maximum Pitch (subject to fixing specification) 90°

Minimum Gauge/Batten Spacing 295mm

Maximum Gauge/Batten Spacing
below 35° 295mm
35° and over 305mm

Hanging Length (approx.) 310mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile below 35˚ 206mm

35˚ and over 202mm
Covering capacity below 35˚ 16.4 tiles/m2

35˚ and over 16.2 tiles/m2

Weight* below 35˚ 33kg/m2

35˚ and over 32kg/m2

per pallet, including pallet (approx.) 0.70 tonnes

Battens Required (at max. gauge)
below 35˚ 3.39m/m2

35˚ and over 3.28kg/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Nail Size for Tiles 55 x 2.65mm#

Number of Tiles/Pallet 336

Colour

Size (overall) 418 x 332mm

Minimum Pitch and Headlap
15° at 100mm headlap
17.5° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 293mm

Maximum Gauge/Batten Spacing
below 17.5° 318mm
17.5° and over 343mm

Hanging Length (approx.) 394mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 300mm
Covering capacity at max gauge 9.7 tiles/m2

Weight (at max. gauge approx.)* 46kg/m2

per pallet, including pallet (approx.) 1.00 tonnes

Battens Required (at max. gauge) 2.92m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 70 x 3.75mm

Number of Tiles/Pallet 210

Colour 42 43 44

Size (overall) 418 x 330mm

Minimum Pitch and Headlap
17.5° at 100mm headlap
22.5° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 293mm

Maximum Gauge/Batten Spacing
below 22.5° 318mm
22.5° and over 343mm

Hanging Length (approx.) 397mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 300mm
Covering capacity at max gauge 9.7 tiles/m2

Weight (at max. gauge approx.)* 46kg/m2

per pallet, including pallet (approx.) 1.14 tonnes

Battens Required (at max. gauge) 2.92m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 60 x 3.35mm

Number of Tiles/Pallet 240

Colour 43 44

60 80

5991 Old Hollow Clay Pantile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent EavesVent System
9593 RedVent 25 Over Fascia Vent
9076 Underlay Support Tray
9965 Eaves Comb Filler
5992 LH Verge Tile
9258 Hip Iron
9595 125 GRP Valley
9955/56/57 Rapid Flashing Roll
7835 Capped Half Round Ridge/Hip
7172 Dentil Slips
7834 ThruVent Tile
9188 Flexible Pipe (75 / 100)
9637 Tile Clip
9639/9640 Verge Clip (LH/RH)
9178 Eaves Clip
9332 Nails for Eaves Clips
9634 Nails for Tiles

5201 Landmark Double 
Roman Tile

8341 Half Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9550 Ambi-Dry Verge System
9552 Ambi-Dry Eaves/Ridge Pack
8343/8344 Cloaked Verge Tile (LH/RH)
8311/8312 Third Round Hip with/without Nail Hole
8317 Third Round Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9543 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8302 Half Round Ridge
8303 Half Round Block-end Ridge
9095 Dry & DryVent Ridge System
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System
8304 Half Round Monoridge
9082 DryVent Monoridge System
8310 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
8309 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9117 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7939 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9288 Tile Clip
9297/9121 Verge Clip (LH/RH)
9287 Eave Clip - inc. nails
9333 Nails for Tiles & Tile Clips
9179 Left-hand Cloaked Verge Eave Tile Clips

5901 Landmark Double 
Pantile

8331 Half Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9216 Reform Eaves Filler
9550 Ambi-Dry Verge System
9552 Ambi-Dry Eaves/Ridge Pack
8333/8334 Cloaked Verge Tile (LH/RH)
8311/8312 Third Round Hip with/without Nail Hole
8317 Third Round Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9541 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8302 Half Round Ridge
8303 Half Round Block-end Ridge
9094 Dry & DryVent Ridge System
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System 
8304 Half Round Monoridge
9080 DryVent Monoridge System
8310 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
8309 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9114 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7938 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9246 Tile Clip
9121/9298 Verge Clip (LH/RH)
9287 Eave Clip - inc. nails
9333 Nails for Tile Clips
9336 Nails for Tiles
9179 Left-hand Cloaked Verge Eave Tile Clips

CATHEDRAL CLAY PANTILE
Size (overall) 409 x 264mm

Minimum Pitch and Headlap
22.5° at 59mm headlap
30° at 47mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 69mm

Minimum Gauge/Batten Spacing 340mm

Maximum Gauge/Batten Spacing
below 30° 350mm
30° and over 360mm

Hanging Length (approx.) 359mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 224mm
Covering capacity at max gauge 12.4 tiles/m2

Weight (at max gauge approx.)* 38kg/m2

per pallet, including pallet (approx.) 0.91 tonnes

Battens Required (at max.gauge) 2.74m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Nail Size for Tiles 60 x 2.65mm#

Number of Tiles/Pallet 288

Colour

5921 Cathedral Clay Pantile
5929 Two-Thirds Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9965 Eaves Comb Filler
5926 LH Verge Tile
5927/5928 Cloaked Verge (LH/RH)
8311/7411 Third Round Hip with Nail Hole 

(Terracotta/Black)
8312/8122 Third Round Hip without Nail Hole 

(Terracotta/Black)
8317/7784 Third Round Block-end Hip (Terracotta/Black)
9870 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9955/56/57 Rapid Flashing roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8302/8101 Half Round Ridge without Nail Hole 

(Terracotta/Black)
8303/7519 Half Round Block-end Ridge (Terracotta/Black)
7831 Capped Half Round Ridge
7832 Capped Half Round Block-end Ridge
7833 Plain Half Round Block-end Ridge
9304 Rapid Vented Ridge
8304/7203 Half Round Monoridge (Terracotta/Black)
8310/7253 Half Round Ridge Vent Terminal 

(Terracotta/Black)
9175 Ridge Vent Adaptor
9172 Flexible Pipe
8309/7241 Half Round Gas Flue Ridge (Terracotta/Black)
7172 Dentil Slips
7830 4.5k ThruVent Tile
9188 Flexible Pipe (75/100)
9631 Tile Clip
9632/33 Verge Clip (LH/RH)
9178 Eaves clip
9332 Nails for Eaves Clips

NEW

79 80 82

BS EN 539-1

BS EN 539-1

* All weights nominal 

* All weights nominal

* All weights nominal

* All weights nominal

# Annular ring-shanked nail# Annular ring-shanked nail

# Annular ring-shanked nail with washer 
(included with tile)
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50 DOUBLE ROMAN

PROFILE RANGE
GROVEBURY

RENOWN

REGENT

Size (overall) 418 x 330mm

Minimum Pitch and Headlap
Through coloured 17.5° at 100mm headlap

22.5° at 75mm headlap
Granular 22.5° at 100mm headlap

30° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 293mm

Maximum Gauge/Batten Spacing
Through coloured below 22.5° 318mm

22.5° and over 343mm
Granular below 30° 318mm

30° and over 343mm

Hanging Length (approx.) 397mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 300mm
Covering capacity at max gauge 9.7 tiles/m2

Weight (at max. gauge approx.) 43kg/m2

per pallet, including pallet (approx.) 1.17 tonnes

Battens Required (at max. gauge) 2.92m/m2

Batten Size
Rafter centres up to 450mm  38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 60 x 3.35mm

Number of Tiles/Pallet 252

Colour

Size (overall) 418 x 332mm

Minimum Pitch and Headlap
Through coloured 15° at 100mm headlap

17.5° at 75mm headlap
Granular 22.5° at 100mm headlap

30° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 293mm

Maximum Gauge/Batten Spacing
Through coloured below 17.5° 318mm

17.5° and over 343mm
Granular below 30° 318mm

30° and over 343mm

Hanging Length (approx.) 394mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 300mm
Covering capacity at max gauge 9.7 tiles/m2

Weight (at max. gauge approx.)* 48kg/m2

per pallet, including pallet (approx.) 1.12 tonnes

Battens Required (at max. gauge) 2.92m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 70 x 3.75mm

Number of Tiles/Pallet 216

Colour 02 03 13 30 34 36 39 52 53

5741 Grovebury Tile
7770 Half Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System 
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9216 Reform Eaves Filler
9550 Ambi-Dry Verge System
9552 Ambi-Dry Eaves/Ridge Pack
7273/7274 Cloaked Verge Tile (LH/RH)
7411/8122 Third Round Hip with/without Nail Hole
7784 Third Round Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9541 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8101 Half Round Ridge
7519 Half Round Block-end Ridge
9094 Dry & DryVent Ridge System
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System
7203 Half Round Monoridge
9080 DryVent Monoridge System
7253 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
7241 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9114 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7931 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9246 Tile Clip
9121/9298 Verge Clip (LH/RH)
9287 Eave Clip - inc. nails
9333 Nails for Tile Clips
9336 Nails for Tiles
9179 Left-hand Cloaked Verge Eave Tile Clips

0302 12 30 34 36 39 52 53

2201 50 Double 
Roman Tile

7730 Half Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9550 Ambi-Dry Verge System
9552 Ambi-Dry Eaves/Ridge Pack
7275/7276 Cloaked Verge Tile (LH/RH)
7411/8122 Third Round Hip with/without Nail Hole
7784 Third Round Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9543 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8101 Half Round Ridge
7519 Half Round Block-end Ridge
9095 Dry & DryVent Ridge System
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System
7203 Half Round Monoridge
9082 DryVent Monoridge System
7253 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
7241 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9117 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7933 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9288 Tile Clip
9297/9121 Verge Clip (LH/RH)
9287 Eave Clip - inc. nails
9333 Nails for Tiles & Tile Clips
9179 Left-hand Cloaked Verge Eave Tile Clips

Size (overall) 418 x 332mm

Minimum Pitch and Headlap
Through coloured 12.5°† at 100mm headlap

17.5° at 75mm headlap
Granular 22.5° at 100mm headlap

30° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 293mm

Maximum Gauge/Batten Spacing
Through coloured below 17.5° 318mm

17.5° and over 343mm
Granular below 30° 318mm

30° and over 343mm

Hanging Length (approx.) 397mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 300mm
Covering capacity at max gauge 9.7 tiles/m2

Weight (at max. gauge approx.)* 46kg/m2

per pallet, including pallet (approx.) 1.25 tonnes

Battens Required (at max. gauge) 2.92m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 75 x 3.75mm

Number of Tiles/Pallet 252

Colour 02 03 30 34 36 39 52 53 78

† When roof slope includes inclined valleys,
the minimum pitch is 15º

Size (overall) 418 x 330mm

Minimum Pitch and Headlap
Through coloured 17.5° at 100mm headlap

22.5° at 75mm headlap
Granular 22.5° at 100mm headlap

30° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 293mm

Maximum Gauge/Batten Spacing
Through coloured below 22.5° 318mm

22.5° and over 343mm
Granular below 30° 318mm

30° and over 343mm

Hanging Length (approx.) 397mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 300mm
Covering capacity at max gauge 9.7 tiles/m2

Weight (at max. gauge approx.)* 43kg/m2

per pallet, including pallet (approx.) 1.11 tonnes

Battens Required (at max. gauge) 2.92m/m2

Batten Size
Rafter centres up to 450mm  38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 50 x 3mm

Number of Tiles/Pallet 240

Colour

1501 Renown Tile
7710 Half Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System 
9593 RedVent 25 Over-Fascia Vent 
9076 Underlay Support Tray
9550 Ambi-Dry Verge System
9552 Ambi-Dry Eaves/Ridge Pack
7277/7278 Cloaked Verge Tile (LH/RH)
7411/8122 Third Round Hip with/without Nail Hole
7784 Third Round Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9544 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8101 Half Round Ridge 
7519 Half Round Block-end Ridge
9097 Dry & DryVent Ridge System
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System
7203 Half Round Monoridge
9081 DryVent Monoridge System
7253 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
7241 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9116 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7932 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9185 Tile Clip
9297 Verge Clip (applicable for LH & RH)
9186 Eave Clip 
9332 Nails for Eaves Clips & Tiles
9333 Nails for Tile Clips
9179 Left-hand Cloaked Verge Eave Tile Clips

30 34 36 39 52 78

3401 Regent Tile
7750 Half Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9217 Reform Eaves Filler
9550 Ambi-Dry Verge System
9552 Ambi-Dry Eaves/Ridge Pack
7271/7272 Cloaked Verge Tile (LH/RH)
7411/8122 Third Round Hip with/without Nail Hole
7784 Third Round Block-end Hip
9046 Dry Hip System
9028 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9542 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8101 Half Round Ridge 
7519 Half Round Block-end Ridge
9096 Dry & DryVent Ridge System
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System
7203 Half Round Monoridge
9079 DryVent Monoridge System
7253 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
7241 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9115 RedLine Ventilation Tile
9194 RedLine Vent Flexible Pipe
7930 8.8k ThruVent Tile
9172 Flexible Pipe (100/100)
9246 Tile Clip
9121/9298 Verge Clip (LH/RH)
9287 Eave Clip - inc. nails
9333 Nails for Tile Clips
9337 Nails for Tiles
9179 Left-hand Cloaked Verge Eave Tile Clips

130302 12

* All weights nominal

* All weights nominal * All weights nominal

* All weights nominal
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49 TILE

PROFILE RANGE
NORFOLK PANTILE REDLAND METAL ROOFING

For more information please contact the 
Customer Service Hotline on 08705 601000

• Long length tile-effect 
metal sheets

• Appearance of traditional 
tiles in a sanded or 
smooth finish

• 10° min. pitch
• Lightweight
• Quick & easy to lay
• Long sheets mean fewer 

battens or purlins required

Size (overall) 381 x 227mm

Minimum Pitch and Headlap
17.5° at 100mm headlap
22.5° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 256mm

Maximum Gauge/Batten Spacing
below 22.5° 281mm
22.5° and over 306mm

Hanging Length (approx.) 362mm

Cover (all figures are net and do not allow for wastage)
Linear cover of 1 tile 200mm
Covering capacity at max gauge 16.3 tiles/m2

Weight (at max. gauge approx.)* 46kg/m2

per pallet, including pallet (approx.) 1.33 tonnes

Battens Required (at max. gauge) 3.26m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 45 x 3mm

Number of Tiles/Pallet 450

Colour

5101 Norfolk Pantile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System 
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
9207 Reform Eaves Filler
7411/8122 Third Round Hip with/without Nail Hole
7784 Third Round Block-end Hip
9502 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9545 Top Edge Abutment Ventilation System
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8101 Half Round Ridge
7519 Half Round Block-end Ridge
9055 Dry & DryVent Ridge System
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System
7203 Half Round Monoridge
9083 DryVent Monoridge System
7253 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
7241 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
9089 Gas Flue Dry Grille Fillers
7329 4.5k ThruVent Tile
9188 Flexible Pipe (75/100)
9177 Tile Clip
9148/9149 Verge Clip (LH/RH)
9178 Eave Clip
9334 Nails for Tiles
9332 Nails for Eaves Clips
9333 Nails for Tile Clips

30 34 36 39 52 53

Our website is the most 
information-rich roofing 
site online, and provides
invaluable help in the
selection and specification
of our roofing materials.

Whether it’s help with 

product selection, the ability 

to download CAD drawings,

finding a stockist or just

a comprehensive source

of information you require,

this site will soon become

a firm favourite.

www.redland.co.uk Size (overall) 382 x 226mm

Minimum Pitch and Headlap
Through coloured 17.5° at 100mm headlap

25° at 75mm headlap
Granular 22.5° at 100mm headlap

30° at 75mm headlap

Maximum Pitch (subject to fixing specification) 90°

Maximum Headlap 125mm

Minimum Gauge/Batten Spacing 257mm

Maximum Gauge/Batten Spacing
Through coloured below 25° 282mm

25° and over 307mm
Granular below 30° 282mm

30° and over 307mm

Hanging Length (approx.) 360mm

Cover (all figures are net and do not allow for wastage)

Linear cover of 1 tile 200mm
Covering capacity at max gauge 16.3 tiles/m2

Weight (at max. gauge approx.)* 49kg/m2

per pallet, including pallet (approx.) 1.42 tonnes

Battens Required (at max. gauge) 3.26m/m2

Batten Size
Rafter centres up to 450mm 38 x 25mm
Rafter centres up to 600mm 50 x 25mm

Fixing Clips Eaves,Verge & Tile Clips

Nail Size for Tiles 50 x 3mm

Number of Tiles/Pallet 450

Colour 0302 30 34 36 39 52 78

1101 Redland 49 Tile
9077/9072 Spirtech 250/Veltitech
9189/9190 RedVent Eaves 

Vent System 
9593 RedVent 25 Over-Fascia Vent
9076 Underlay Support Tray
7411/8122 Third Round Hip with/without Nail Hole
7784 Third Round Block-end Hip
9502 Rapid Hip
9521 Third Round Ridge/Hip Junction
9595 125 GRP Valley
9955/56/57 Rapid Flashing Roll 

(280mm x 5m/280mm x 10m/370mm x 5m)
8101 Half Round Ridge
7519 Half Round Block-end Ridge
9303/9304 Rapid Ridge/Rapid Vented Ridge
9311 Rapid Vented Ridge Universal System 
7203 Half Round Monoridge
7253 Half Round Ridge Vent Terminal
9175 Ridge Vent Adaptor
9172 Flexible Pipe (100/100)
7241 Half Round Gas Flue Ridge
9143 Extension Adaptor (200mm)
9486 Rapid Range Gas Flue Conversion Roll
7334 4.5k ThruVent Tile
9188 Flexible Pipe (75/100)
9185 Tile Clip
9297 Verge Clip (applicable for LH & RH)
9527 Eave Clip 
9332 Nails for Tile and Eaves Clips
9333 Nails for Tile Clips

* All weights nominal

* All weights nominal
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